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Product Facts
■ Panel mount connector

snaps in without the use of
tools and holds securely
without retention hardware

■ Terminates solid copper
wire using stripless insula-
tion displacement terminals

■ Terminates wire end or
allows wire to feed thru

■ Alternate connection uses
FASTON 205 Series tabs
(see Catalog 82004)

■ Panel mount connectors
available in two sizes:  
14-12 AWG [2-3 mm2]
18-16 AWG [0.8-1.4 mm2]

■ Panel mount connectors
available in multiple colors

■ Printed circuit connectors
feature tin-lead plated
contacts, compatible with
standard wave soldering
processes

■ PC board versions available
in 15- or 20-amp configura-
tions

■ PC board versions available
in choice of black or gray
housings (other colors can
be made available; consult
AMP)

■ All connectors are rated for
125 VAC

■ Rated under the 
Component Recognition
Program of Underwriters
Laboratories Inc., 
File No. E146448, 
except for 213727-1

■ Designed to UL
Performance Std. 498

■ Certified by 
Canadian Standards
Association, 
File No. LR-7189A
15 A, 12-14 AWG [3-2 mm2]
13 A, 16 AWG [1.4 mm2]
10 A, 18 AWG [0.8 mm2]

■ File No. LR-7189A
(213727-1 only)
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Convenience Outlets

The AMP Convenience
Outlet is available in two
configurations, the 
15 amperes, 125 VAC,
panel mount version, and
the printed circuit board
version, offered in a choice
of 15 or 20 amperes, 
125 VAC.

The panel mount version is
a quick, snap-in configura-
tion that offers insulation
displacement termination
that eliminates the need for
special termination tooling.
In addition to insulation dis-
placement application, the
terminals accept FASTON
205 Series Tabs. To termi-
nate wires in the panel
mount Convenience Outlet,
simply place the wires in 
the proper position in the
connector body, seat the
connector cover and latch
in place. The termination is
complete with conductors
fully enclosed. FASTON tab
terminations are made after
the cover is affixed.

Crimping barrels will extend
.375 [8.89] max. outside the
latched cover.

Need more information?
Call the Technical Support
Center:  1-800-522-6752

The Center is staffed with
specialists well versed in all
AMP products. The Center
can provide you with:

■ Technical Support
■ Catalogs
■ Technical Documents
■ Product Samples
■ AMP Authorized

Distributor Locations
■ AMP FAX Service — 24

hour information via FAX

Technical Documents
Instruction Sheets
408-6669 — 14-12 AWG [2-3 mm 2] 
IDC version
408-6698 — 18-16 AWG [0.8-1.4 mm 2]
IDC version

Panel mount connectors are
available in two wire ranges:

■ 14-12 AWG [2-3 mm2] —
UL and CSA rated 
15 amps

■ 18-16 AWG [0.8-1.4 mm2]
— UL rated and CSA
rated 13 amps for 16 AW G
[1.4 mm2] and  10 amps
for 18 AWG [0.8 mm2]

Printed circuit board con-
nectors mount directly to
the board and feature tin-
lead plated solder contacts
that are compatible with
standard wave solder
processes. Two configura-
tions are available:

■ 15 amps, 125 VAC, UL
and CSA rated

■ 20 amps, 125 VAC, UL
and CSA rated

Convenience Outlets are
designed for such uses as
surge protectors, temporary
power outlets, drafting table
outlets, and for a wide
range of computer and
peripheral equipment
applications.
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Material
Housing — Thermoplastic
Contacts — Copper alloy

205 Series FASTON Tab
Part Number 62531-1*

Specifications
Wire Range — 18-14 AWG 
[0.8-2 mm2]

Insulation Diameter — .120-.150 
[3.05-3.81]

Material and Finish — Brass, tin
plated

*Reeled for use in Model "G" and Model "K"
Terminating Machine using Heavy Duty
Miniature Applicator
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Part No.

14-12 AWG 18-16 AWG
Housing

[2.3 mm2] [0.8-1.4 mm2]
Color

208979-2 208697-2 Black
208979-4 208697-4 Almond

1-208979-0 — Platinum
1-208979-1 — Gray
1-208979-2 — Orange
1-208979-4 — Putty White
213878-1 — Black (No ground)

Part No. 213878-1

26.92±0.38

[1.060±.015]

5.21 MAX
[.205]

25.15 MAX
[.990]

24.26 MAX
[.955]

3.99
[.157]

3.18 [.125]

6.35
[.250]

5.26
[.207]

24.26 MAX
[.955]

30.35 REF
[1.195]

26.92±0.38

[1.060±.015]

24.59±0.25

[.968±.010]

0.51±0.025

[.020±.001]

6.35
[.250]

1.78 [.070]
DIAHOLE 2.36

[.093]

24.59±0.25

[.968±.010]

Recommended Panel Cutout
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Convenience Outlets

Panel Mount
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Convenience Outlets

PC Board-Mount
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15 Amperes

Material and Finish
Housing — Nylon
Contacts — Brass plated .000100
[0.00254] min. tin-lead for a minimum
length of .195 [4.95] on end opposite
mating face, over .000050 [0.00127]
min. nickel on entire contact

20 Amperes
Part Number 213727-1

Material and Finish
Housing — Nylon, Gray
Contacts — Brass plated .000100
[0.00254] min. tin-lead for a minimum
length of .195 [4.95] on end opposite
mating face, over .000050 [0.00127]
min. nickel on entire contact
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Part No. Housing
Color

213598-1 Gray
213598-2 Black

3.18
[.125]

6.35
[.250]

4.19
[.165]

5.59
[.220]

3.38
[.133]

31.12±0.38

[1.225±.015]

25.63±0.08

[1.009±.003]

25.63±0.08

[1.009 ±.003]

25.63±0.08

[1.009±.003]

25.63±0.08

[1.009±.003 ]

32.54± 0.38

[1.281±.015]

2.41– 2.54 DIA
[.095 –.100]

24.00 MAX
[.945]

MATING FACE

CL OF PANELCUTOUT

31.12+.127
– .203

[1.225+.005 ]–.008

25.50+0.05
–0.15

[1.004+.002]–.006

25.50+0.05
–0.15

[1.004+.002 ]–.006

31.12±0.38

[1.225 ±.015]

2.67±0.51 TYP
[.105 ±.020 ]

2.03
[.080]

6.35
[.250]

32.54± 0.38

[1.281±.015 ]

MATING FACE

2.67±0.51 TYP
[.105 ±.020 ]

2.03
[.080]

3.18
[.125]

CL OF PANELCUTOUT

0.81
[.032]

3.48
[.137]

8.89
[.350]

2.57
[.101]

2.41– 2.54 DIA
[.095 –.100]

Recommended Panel Cutout Recommended Hole Pattern

Recommended Panel Cutout Recommended Hole Pattern

CL OF PANELCUTOUT

10.31
[.406]

25.50+0.05
– 0.15

[1.004+.002 ]–.006

25.50+0.05
–0.15

[1.004+.002 ]–.006

31.12±0.38

[1.225±.015 ]
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Americas
Argentina – Buenos Aires
Phone: + 54-1-733-2000
Fax: + 54-1-717-0988

Brazil – Sao Paulo
Phone: + 55-11-861-1311
Fax: + 55-11-861-0397

Canada – Toronto
Phone: + 1-905-475-6222
Fax: + 1-905-474-5520

E u r o pe/Middle East/A f r i c a
Austria – Vienna
Inside: Phone: + 0222-277-97-0

Fax: + 0222-277-97-333

Outside: Phone: + 43-1-277-97-0
Fax: + 43-1-277-97-333

Belgium – Kessel - Lo
Phone: + 32-16-35-23-00
Fax: + 32-16-35-23-52

Bulgaria – Sofia
Phone: + 359-2-971-2152
Fax: + 359-2-971-2153

Czech Republic – Kurim
Phone: + 420-5-41-162-111
Fax: + 420-5-41-162-223

Denmark – Viby
Phone: + 45-86-295-055
Fax: + 45-86-295-133

Egypt – Cairo
Phone: + 202-417-76-47
Fax: + 202-419-23-34

Estonia – Haabneeme
Phone: + 372-6205-900
Fax: + 372-6205-980

Finland – Helsinki
Phone: + 358-9-512-34210
Fax: + 358-9-512-34250

France – Cergy - Pontoise
Phone: + 33-1-3420-8888
Fax: + 33-1-3420-8600

Chile – Santiago
Phone: + 56-2-739-1230
Fax: + 56-2-739-1227

Colombia – Bogota
Phone: + 57-1-231-9398
Fax: + 57-1-240-3769

Mexico – Mexico City
Phone: + 52-5-729-0400
Fax: + 52-5-361-8545

United States – Harrisburg, PA 
Phone: + 1-717-564-0100
Fax: + 1-717-986-7575

Venezuela – Caracas
Phone: + 58-2-986-7774
Fax: + 58-2-986-9739

For Latin/South American
Countries not shown
Phone: +54-11-4733-2015
Fax: +54-11-4733-2083

Germany – Bensheim
Phone: + 49-6251-133-0
Fax: + 49-6251-133-600

Germany – Neunkirchen - HTS Div.
Phone: + 49-2247-305-0
Fax: + 49-2247-305-122

Great Britain – London
Phone: + 44-208-954-2356
Fax: + 44-208-954-6234

Greece – Athens
Phone: + 30-1-9370-396/7
Fax: + 30-1-9370-655

Holland – ’s-Hertogenbosch
Phone: + 31-73-624-62-46
Fax: + 31-73-621-23-65

Hungary – Budapest
Phone: + 36-1-350-8633
Fax: + 36-1-350-8634

Ireland – Dublin
Phone: + 353-1-820-3000
Fax: + 353-1-820-9790

Israel – Tel Aviv
Phone: + 972-3-649-1482
Fax: + 972-3-648-4041

Italy – Torino
Phone: + 39-011-4012-111
Fax: + 39-011-4031-116

Lithuania – Vilnius
Phone: + 370-2-231-402
Fax: + 370-2-231-403

Norway – Nesbru
Phone: + 47-66-77-8899
Fax: + 47-66-77-8855

Poland – Warsaw
Phone: + 48-22-611-59-30
Fax: + 48-22-672-47-88

Portugal – Lisbon
Phone: + 351-1-387-70-16
Fax: + 351-1-387-71-72

Romania – Bucharest
Phone: + 40-1-311-3479/3596
Fax: + 40-1-312-0574

Russia - Moscow
Phone: + 7-095-926-5506/07/08/09
Fax: + 7-095-926-5505

Russia - St. Petersburg
Phone: + 7-812-325-30-83
Fax: + 7-812-325-32-88

Slovakia – Banska Bystrica
Phone: + 421-88-415-20-11/12
Fax: + 421-88-415-20-13

Slovenia – Ljubljana
Phone: + 386-61-161-3270
Fax: + 386-61-161-3240

South Africa – Midrand
Phone: + 27-11-314-10-89
Fax: + 27-11-314-19-10

Spain – Barcelona
Phone: + 34-93-291-0330
Fax: + 34-93-201-7879

Asia/Pacific
Australia – Sydney
Phone: + 61-2-9840-8200
Fax: + 61-2-9899-5649

India – Bangalore
Phone: + 91-80-841-0200
Fax: + 91-80-841-0210

Indonesia – Jakarta
Phone: + 6221-526-7852
Fax: + 6221-526-7856

Japan – Tokyo
Phone: + 81-44-844-8111
Fax: + 81-44-812-3207

Korea – Seoul
Phone: + 82-2-3274-0535
Fax: + 82-2-3274-0524/0531

Malaysia – Selangor
Phone: + 60-3-7053055
Fax: + 60-3-7053066

New Zealand – Auckland
Phone: + 64-9-634-4580
Fax: 64-9-634-4586

People’s Republic of China
Hong Kong
Phone: + 852-2735-1628
Fax: + 852-2735-0243

Shanghai
Phone: + 86-21-6485-0602
Fax: + 86-21-6485-0728

Shunde
Phone: + 86-765-7751368
Fax: + 86-765-7752823

Philippines – Makati City
Phone: + 632-867-8641
Fax: + 632-867-8661

Singapore – Singapore
Phone: + 65-482-0311
Fax: + 65-482-1012

Taiwan – Taipei
Phone: + 886-2-2325-0391
Fax: + 886-2-2325-0398

Thailand – Bangkok
Phone: + 66-2-955-0500
Fax: + 66-2-955-0505

Vietnam – Ho Chi Minh City
Phone: + 84-8-8232-546/7
Fax: + 84-8-8221-443

Sweden – Upplands Vasby
Phone: + 46-8-50-72-50-00
Fax: + 46-8-50-72-50-01

Switzerland – Steinach
Phone: + 41-71-447-0447
Fax: + 41-71-447-0444

Turkey – Istanbul
Phone: + 90-212-281-8181/2/3
Fax: + 90-212-281-8184

Ukraine – Kiev
Phone: + 38-044-246-5501
Fax: + 38-044-246-5501

For Middle East/African
Countries not shown
Phone: +33-1-34-20-83-83
Fax: +33-1-34-20-86-09
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